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CONCRETE TRAFFIC BARRIER
SINGLE FACE TYPE 1. 2. SECTION D-D
DR 3 SEE STDS. ===
NOTES MD 648.01, .02, .03 AND .04
1. THE CONCRETE TRAFFIC BARRIER SINGLE FACE TERMINAL
END AND THE CONCRETE FOOTER SHALL BE CAST CONSTRUCTION JOINT
SEPARATELY USING CONCRETE MIX NO.6 (4500 PSI). CONCRETE TRAFFIC BARRIER
2. ALL REINFORCEMENT BARS. INCLUDING END. SHALL SINGLE FACE TERMINAL END
BE EPOXY COATED.
3. SEE STANDARD NO 605.46 FOR POST LAYOUT. THRIE BEAM TERMINAL CONNECTOR
SEE STD. MD 605.51-01
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INSIDE THE OTHER
ISOMETRIC
SPECIFICATION | CATEGORY CODE ITEMS M 1 dD ep tment of Tr Spo rtation
605 3
s - STATE HIGHWAY ADMINISTRATION
APPROVED G. ‘"

DIRECTOR - OFFICE OF HIGHWAY DEVELOPMENT

oA

APPROVAL e  SHA APPRQOVAL ® FEDERAL

REVISIONS HIGHWAY ADMINISTRATION
APPROVAL 6-26-92 |APPROVAL 6-26-92
REVISED 2-10-04 REVISED 3-31-04

STANDARDS FOR HIGHWAYS AND
TRAFFIC BARRIER THRIE BEAM ANCHORAGE AT

INCIDENTAL STRUCTURES

JERSEY SHAPE CONCRETE TRAFFIC BARRIER
SINGLE FACE TERMINAL END

StateHighway

Administration

REVISED

REVISED

REVISED

REVISED

STANDARD NO.

MD 605.46-01

2 of 2




